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Solid surface adhesive instructions (DegaBond 948) 
 
Scope: This product was developed to eliminate subsurface damage that may result in 

structural integrity issues.  
 
Applications: Bridges, Parking structures and concrete surfaces where mechanical anchors 

may not be used. 
 
Tools needed: Gloves, standard caulk gun, wire brush, level and marker. 
 
Precautions: Read all information on the DegaBond 948 adhesive before using. 
 

Surface preparation: The application area must be free of dirt, grease and oil. If the area 
needs degreasing, allow area to dry for a minimum of 2 hours if 
temperature is at or above 70 degrees. 

 
Note** Product was not intended for use on asphalt.  
 
1. Insure that the area of application is flat and clean of any debris. Use wire brush to clean 
area and remove loose material. 
 
2. Place base in location, with a marker, mark the locations of the 4 holes on the surface. 
Remove the base. 
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Solid surface adhesive instructions (DegaBond 948) 
3. Apply about a 1 1/2 inch around dab of the adhesive at each marked location on the surface. 
Place a dab of adhesive between the dabs of adhesive. (See image below) 

  
 
4. Place base on adhesive with the holes in the base over the adhesive. Press the base into the 
adhesive. Adhesive will come out the holes. Once hardened this will form a mechanical bond. 

                       
 
Important:   allow a minimum of 2 hours for the adhesive to setup before proceeding 
with assembly. Adhesive will be fully cured in 24 hours. 
 
5. Once adhesive has setup, finish the assembly of the Flexpost.  
 
 
 
 
DegaBond 948 is a registered trademark of BASF 


